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• Usage and Maintenance :

   1. If necessary, clean lenses with mild soap, water and soft cloth

   2. Never use any commercial cleaning solvents on lenses, like alcohol

   3. Please handle or install lenses with wearing gloves, skin oils may damage lens or its optical characteristic.

1. Lens + Leds+MCPCB assembly instruction

2. View assembly lens with MCPCB:

3. Lens dimensions and Top Views:

Notes:
(1) All dimensions are in mm.
(2) Drawing not to scale.
(3) Collimator material is PMMA.
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*CREE 5 in 1 white LED: CREE XP-E

LL05CR-FR25L

1. Beam Pattern

2. Light Distribution Curve

3. Illuminance

1m

2m

3m

 41.2 x

  16.3 x

  7.5 x

LL05CR-FR40L

1. Beam Pattern

2. Light Distribution Curve

3. Illuminance

1m

2m

3m

 17.6 x

  4.7 x

  2.2 x

Illumination charts

Notes: The Flux of CREE XP-E LED is 88 lm
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*CREE 5 in 1 white LED: CREE XP-E

LL05CR-FR60L

1. Beam Pattern

2. Light Distribution Curve

3. Illuminance

1m

2m

3m

  8.6 x

  2.3 x

1.2 x

Illumination charts

Notes: The Flux of CREE XP-E LED is 88 lm
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420pcs/inner box

840pcs/outer box

Package

Item Quantity Total Size (long*width* high)

Inner box 42pcs      42   34*30*3.5 cm

Outer box

Outer box

          10tray/box

2 inner box/outer box

420pcs

840pcs

     35*31*21 cm

64.7*36.5*24 cm

ITEM NO.:

N.W.:        KGS
G.W.:        KGS
QTY:

MEAS:

42pcs/tray
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LL 05 CR-FR xx L-M x
X1 X2 X3 X4 X5 X6 X7 X8

X1:Lens Item
Ledlink

X2:Lens Q’ty
01,02,03,04,06,07,09,12,24,36

X3:Led Type
ED:Edixeon CR:CREE  OSRAM:OS  LUXEON:LU

X4:Serial Number
AA,AB,AC,AD,AE,AF,AG,AH

X5:Lens Angle
8,10,15,15*50 ,25,30,40,45,60,70,80,25*45

X6:Type
L:Lens

X7: Assemblies 
M: Lens+Housing

X8:Housing Color
1: Black  
2: White  
3:Clear

The material number 
has no this part without 
housing.

Product Nomenclature
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